IMPORTANT :

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS MD 104.00.

NOTES:

THIS TYPICAL ALSO APPLIES TO
DIVIDED UNCONTROLLED HIGHWAYS,
EXCEPT AS OTHERWISE STATED

IN GENERAL NOTES.

SYMBOL SIGNS TO REFLECT ACTUAL
NUMBER OF THROUGH LANES.

* WHEN LANES WILL NOT BE DIVIDED
IN SUBSEQUENT WORK PHASES. USE
THE W 1-4(R/L) SIGNS IN LIEU OF
SIGNS SHOWN WITH ASTERISK (#*).

TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION
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KEY: grew. SOLID STRIPING ON APPROACH
AND THROUGHOUT AL TERED
_— APPROVED BARRIER TRAVELWAY AS DIRECTED BY THE
ENGINEER. SEE STANDARD
\V4 CRASH CUSHIONS MD 104.88 FOR PLACEMENT OF
TEMPORARY RAISED PAVEMENT
| CHANNEL [ZING DEVICES ~| MARKERS AND OTHER CHANNEL[ZING
DEVICES. CHANNELIZING DEVICES MAY
ulle fs'/’agg ggpg?gnrl \4 BE USED TO DELINEATE BOTH EDGES
OF THE TRAVELWAY. [F APPROVED
ﬁ DIRECTION OF TRAFFIC | 8y THE EnGINEER.
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STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES

LANE SHIFT/EXP-FREEWAY

GREATER THAN 40 MPH/OVER 12 HRS.

OR NIGHTTIME USE
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